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Annex 3: List of equipment

Note to Bidders
Listed brands and/or models are used for description purposes only. Bidders are free to propose alternative brands/models under the condition that they are of equivalent quality and that they ensure the same compatibility and functionality. 

Ancillary equipment needed to make the listed equipment operational, including cables, adaptors, cards and connectors must be included.
All specifications of proposed equipment must be attached to the technical proposal.
	 

Requirement Description on common equipment


	1.0
	On Location video camera equipment
	Meet UNAIDS require-ment 
	Delivery A.R.O* (number of days)

	1.1
	Sony PMW EX1R (or equivalent ) semi-professional high definition camcorder
	Minimum requirements:

· Multiple-format recording switchable between 1920 x 1080, 1280x 720 and 1440 x 1080 resolutions. 

· Frame rate switchable from interlace to progressive.

· Compact and handheld camcorder.

· Carrying case/bag. Using high speed solid state memory card, with storage capacity of at least 60 minutes

· Three ½  inch type Exmore Full-HD CMOS sensors 1920x1080

· Wide-angel Zoom Lens

· Focus Ring Mechanism – Professional Manual Focus and Auto Focus

· Optical Image Stabilizer

· Slow Shutter Function

· High resolution viewfinder and /or LCD screen

· ATW (Auto Tracking White Balance) & Hold

· HD-SDI and other Versatile Interfaces

· Built-in Stereo Microphone and Two-channel Audio Input 
· When recording in HD, supporting downcovert to SD output.
	
	

	1.2
	3 lithium high capacity batteries with battery charger compatible with camcorder 
	Minimum requirements for each battery:

Capacity;  56 Wh

Operating temperature; -20 to +45 °C

Minimum requirements for battery charger:

Compatible with batteries

Desk-top type charger

Fully charge battery in at least 170 minutes 

Battery bay: 2

Protective bag or carrying case.


	
	

	1.3
	Monopod (with protective bag)
	For filming in the field.

Minimum requirements:

· Camera head platform

· Leg with adjusted sections raised to at least 180 cm

· Quick release plate

· Weight: less than 2 kilos


	
	

	1.4
	Professional Tripod (Known brand preferred)
	For filming sit-down interviews, steady shots but versatile enough for use on location.

Minimum requirements:

· Pan and tilt camera head

· Two-stage  tripod with  at least maximum height of 165 cm, leg lock and floor spreader

· Carrying case or protective bag


	
	

	1.5
	Sennheiser  Microphone kit or equivalent ( with one hand microphone and two lavaliers)
	Minimum requirements:

· Can be used both with cable and wireless

Frequency response 40 Hz-20 kHz

Maximum working range 490 cm2 clip on microphone with omnidirectional pick-up pattern, with microphone bonnets

Foam windshield; Protective bag and all necessary cables.


	
	

	1.6
	LED on camera light which is compatible with camera
	Minimum requirement:

· Uses same battery as the camera or get power from the camera

· Color temperature 4500°K/3200°K
· Protective bag and necessary cables

	
	

	1.7
	Portable lighting kit
	Minimum Requirement:

Using 3 sources of daylight/tungsten which can be dimmed and softbox. Including carrying case/bag.


	
	

	1.8
	Services related to On Location video camera equipment
	The bidder is in charge of delivering the equipment, testing its configuration and demonstrating its use.

The bidder are requested to propose solutions for maintenance services and technical support: 

· Hotline to answer technical questions during regular office hours

· Annual maintenance of equipment over three (3) years

· Prompt repair of faulty equipment guaranteed over three (3) years and while piece is under repair, substitution of the broken equipment available during the regular office hours (Please mention if a cost will be incurred for the loan of the substitution piece and within how many hours it will be available to UNAIDS.                    
	
	


	2.0
	Non-linear editing equipment that includes:
	Meet UNAIDS require-ment 
	Delivery A.R.O* (number of days)

	2.1
	Apple workstation
	Minimum configuration requirements:

- Two 2.66 Ghz  6-core Intel Xeon “Westmere” processors

- 12GB memory

- DVD-RW optical drive

- 1TB hard drive 

- Keyboard and mouse

- 3 discs 2 TB with Raid controller card (to work on Raid 5)

- All necessary cables, power adapter

- Apple Protection Plan


	
	

	2.2
	Blackmagic Design Intensity Pro capture card (or equivalent)
	Minimum requirements:

· Professional multi-format analog and digital SD/HD

 
	
	

	2.3
	Final Cut studio 3 or latest version as of the closing date of this RFP
	Editing Software, with free upgrade option


	
	

	2.4
	Telestream episode pro for mac professional video encoding software (or equivalent)
	Minimum requirements:

· Enables video to be converted into a variety of formats including flash, MPEG, H264, Windows media player compatible format, etc. 

· The encoding software should also be able to make cross conversions (up and down, Pal to NTSC, etc)


	
	

	2.5
	Sony (or equivalent) Card reader 
	Compatible with the camera’s solid state format


	
	

	2.6
	High resolution LCD monitor
	LCD display, TFT & LED backlight,  5 ms, VGA, 20” widescreen or larger. 

All necessary cables, power adapter are included.  

	
	

	2.7
	Widescreen TV monitor
	1920x1080 resolution, Full HD 16:9/4:3. LED backlight, 15”TFT or larger.

All necessary cables, power adapter are included.  

	
	

	2.8
	A pair of professional sound speakers 
	Two audio monitors for studio sound.

Minimum requirements:

Frequency range: 34-50 Hz to 130 Hz variable


	
	


	2.9
	Archiving solution* 
	The bidder should offer a solution to archiving the footage (to propose a system which will preserve the images in their original quality over the long-term for 20 years or more, 50 hours per year.)

The bidder should offer an external solution for backing up the system hard drive, media, master editing and time line (a removable unit and preserve media in its original state)
	
	

	2.10
	Video equipment for the broadcasting studio and its adjacent technical room
	- Multiple format VTR(s) to ingest all betacam formats (HD as an option) and all DVCAM /DVCPRO/HDV formats

· All technical facilities needed to run the studio including patch panel audio- video, control panel.(Bidder should clearly outline the minimum requirements and specification that conform with the design concept and architectural engineering of the multimedia production and broadcasting studio) 


	
	

	2.11
	Hardware and equipment installation
	The bidder is in charge of: 

· Installation of all hardware into UNAIDS’ headquarters in Geneva;

· Installation of all software and testing the configuration and ensuring it meets the needs of UNAIDS Communications


	
	

	2.12
	Services related to non-linear editing equipment
	The bidder should propose solutions for maintenance services and technical support for Macintosh computer and related software:

· Hotline for technical questions

· Quarterly maintenance of hardware and software over three (3) years

· Prompt repair of faulty equipment guaranteed over three (3) years and while piece is under repair, substitution of the broken equipment available within hours during regular office hours. (please mention if a cost will be incurred for the loan of the substitution piece and within hour many hours it will be available)

· Training UNAIDS staff for optimum use (specially on the encoding program and workflow)


	
	


*Please outline your solution for archiving the existing footage and equipment required and cost associated with your archiving solution under section 2.9.

	3.0
	Recording Studio Equipment 
	
	

	For Item 3.1 to 3.3, kindly note that:

1) the aim is for one lightly trained UNAIDS staff member to be able to operate the studio.  

2) UNAIDS already has a 17” Autocue Conference Prompter with QMaster/QBox package which is used for events but this prompter will need to be adapted to the needs of the recording studio, with a glass window to be set up in front of the camera.  



	
	Meet UNAIDS require-ment 
	Delivery A.R.O* (number of days)

	3.1
	Recording camera – 

Part A
	A dedicated pan tilt camera with autocue glass window for the studio. 

It should have the same minimum requirements as outlined in 1.1. 


	
	

	3.2
	Recording camera - 
Part B
	One remote head for the ENG camera with autocue glass window. This is an adaptation to the on-location camera outlined in 1.1.


	
	

	3.3
	Recording camera  -
Part C
	One tripod with panoramic heads pan tilt and autocue glass window for ENG camera and manual remote control. This is an adaptation to the on-location camera outlined in 1.1.


	
	

	3.4
	Sennheiser anit-vibration surface conference microphone (or equivalent) 
	Professional microphone is needed for the studio recording as well as to record voice-overs for reports and other edited pieces.

· Needs to be placed in front of person or could be suspended from ceiling

· Frequency response 40 Hz-16 kHz


	
	

	3.5
	Lighting system
	Ceiling lighting system to light background green screen and subject with low heat fluorescent lights, designed for easy use, with no or minimal set up and switched on via a single switch.

Minimum requirements:

· Two fill lights for green screen

· Three lights for subject

· Barndoor lightings


	
	

	3.6
	Audio equipment
	On top of microphone, the studio and / or its adjacent technical room should be equipped with :

· Analog hybrids unit  to establish audio return through standard phone lines

· Sennheiser earphones with micro electret/ Mono ear in the studio for the guest 

· Intercom unit to hear the IFB return in the technical area and push to talk

· Audio mixer

· Base station for the film set with micro, auto muting.


	
	

	3.7
	Connectivity for live broadcast
	Bidder(s) should provide a cost estimate for establishing connectivity with a broadcast centre by installing a single mode fibre in the UNAIDS building between a provider’s fibre drop to the broadcast studio.


	
	

	3.8
	Services related to studio architectural engineering and recording equipment
	· The bidder(s) should oversee and handle the architectural engineering required to prepare the space for a studio

· The bidder(s) should design and install a minimum of three backgrounds for the studio 

· The bidder(s) are in charge of:

· Installing all the hardware, including lights into UNAIDS’ production area in Geneva

· Installing all software and testing the configuration and ensuring it meets the needs of UNAIDS

· Training UNAIDS staff for optimum use

· The bidder(s) should have an editor / studio technician who could be on-site on a case by case basis and provide a cost by hour.

· The bidder(s) should propose solutions for maintenance services and technical support:

· Hotline for technical questions

· Quarterly maintenance of hardware and software over three (3) years

· Same day repair or substitution of faulty equipment or workflow while under repair, if requested during regular office hours


	
	

	3.9
	Storage equipment
	An air conditioned storage space for :

19’ U rack containing hard drives, processors.


	
	

	3.10
	
	
	
	


	 

Requirement Description on specific equipment


	
	Bidder proposal –HD 1080i50 standard studio
	Bidder proposal – SD PAL 16/9 and 4/3, upgradable to an HD 1080i50 studio
	Meet UNAIDS require-ment 
	Delivery A.R.O* (number of days)

	Chroma key
	Functional features should include but not limited to the following: 
Works with all common HD standard, FG and BG input with HDSDI connector 

Still backgrounds to be stored in the unit

Should be able to operate with non-synchronize sources

Enabling easy and quick setup with setups storage possibilities.
	Functional features should include but not limited to the following: 
Works with all common SD standard, FG and BG input with SDI connector 

Still backgrounds to be stored in the unit

Should be able to operate with non-synchronize sources

Enabling easy and quick setup with setups storage possibilities.

Supports the upgrade to an HD 1080i50 studio

	
	

	Green screen
	Background Support System with Chroma key Green Backdrop and having Two Side Stands, compatible with the Chroma key proposed.
# Size of the green screen is minimum 10' x 12', completely seamless
# Crimped along the edges to prevent tears, easy to fold when

without supporting stands 

# Two side stands - made from steel with polyamide riser locks.  
# Leg joints (upper and lower) for strength and stability, made from aluminum or steel.
#100% cotton to absorb the light
# Solid steel machined mounting pin - for longer life.

# One-person assembly system - enabling easy and quick setup.
# Carrying Bag provided for storage and portability.
# Height is adjustable
	Background Support System with Chroma key Green Backdrop and having Two Side Stands, compatible with the Chroma key proposed.
# Size of the green screen is minimum 10' x 12', completely seamless
# Crimped along the edges to prevent tears, easy to fold when without supporting stands 

# Two side stands - made from steel with polyamide riser locks.  
# Leg joints (upper and lower) for strength and stability, made from aluminum or steel.
#100% cotton to absorb the light
# Solid steel machined mounting pin - for longer life.

# One-person assembly system - enabling easy and quick setup.
# Carrying Bag provided for storage and portability.
# Height is adjustable
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